
































































































































































































































































































-~ Jw ATTIC VENTS Upgrade to these vents 
in wildfire danger areas - these vents block the entry 
of firebrands {embers) 

VO 1\ D VALIDATE THE WARRANTY Most manufacturers 
of roofing products require ADEQUATE attic 
ventilation 
to validate their warranties. 

• FITS WITH SOLAR SYSTEMS Low-profile design is 
compatible with most panel installations and fits 
under most rack mount systems. 

• EXTEND THE ROOF'S LIFE Ventilation protects attic 
insulation and rafter cavities from moisture, thereby 
reducing the risk of mold and dry rot. 
MAINTAIN CURB APPEAL When painted to match, 
O 'Hagin attic ventilation systems blend into 
surrounding roofing material. 

• ENHANCES ABOVE-SHEATHING VENTILATION (ASV) 
Increases airflow and can increase energy savings in 
cool roof systems. 
CONSERVE ENERGY O 'Hagin attic vents are 
completely passive, reducing energy costs related to 
heating and cooling. 
REMOVE TRAPPED GASES Proper attic ventilation 
facilitates the removal of hot, trapped gases and 
fumes, a major cause of indoor air pollution, allergies 
and related health problems. 

• REDUCE MOISTURE BUILDUP Proper attic ventilation 
reduces moisture build up from indoor water sources 
and condensation that occures naturally in the attic 

• Patented design 

Use our vents both high {exhaust) and low (intake) for 

a "balanced" system 

Profile specific to seamlessly blend into surrounding 

roof tiles. We offer attic vents to match all tile profiles. 

Manufactured with standard finish 26 gauge G-90 

galvanized steel (20-year warranty), .032" aluminum, 

or 16 oz. copper (SO-year warranty) 

Passive ventilation - no motors or moving parts. 

Net Free Ventilation Area 

MODEL: FLAT I MODEL: S I MO DEL: M 

STANDARD l /4" I 98.75 sq . in. I 97.50 sq. in. I 86.25 sq . in . 

88.87 sq . in . I 87.75 sq . in. I 77.63 sq. in . 

Class A fire-rated vent* 
• Flame, ember, rain and snow resistant* 
• Complies with Wildland Urban Interface Code 

requirements and accepted for use by many 
local fire officials for installation in Wildland 
Urban Interface (WUI) zones 
Interior stainless-steel matrix system 

• May be used in place of under-eave and soffit 
vents: 

- superior airflow 
- balanced airflow 
- decreased construction costs 

• Quantified by independent laboratory testing 

PHOTOS OF O ' HAGIN -~ {lt Ame VENTS 

DURING EXTREME TEST CONDITIONS 

Photo captions: 
l. FIRE & ICE® with portion of vent cut away to show 
stainless-steel matrix and highlight flame and ember resistant 
airway into attic space; 
2. FIRE & ICE®vent installed with concrete flat tile during 
flame and ember test. Side view shows batten cavity 
protected from flame and ember intrusion; 
3.-4. FIRE & ICE®vents shown during flame and ember tests 

O 'Hagin vent; are manufactured and protected under one or mare of the 
following pa tents (o ther U.S. and foreign patent; are pending): 0456.531 ; 
0 457.234; D458,39 1; D458.392; D469.889; D479.885; D504.172; D512,774; 0549,316; 
6,050.039; 6,129.628; 6,354,051 ; 6.390.914; 6.447,390; 6,491 .579: 9,011.221 



Appendix K 
Kroy Vinyl Fencing Fire Rating 



DUDEI< 

Kroy Vinyl Fencing Fire Rating 
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Appendix L 
OSFM Approved Hoover Fire X Treated Wood Sheet 



LISTING No. 

CATEGORY: 

LISTEE: 

DESIGN: 

RATING: 

INSTALLATION: 

MARKING: 

APPROVAL: 

CALIFORNIA DEPARTMENT OF FORESTRY & FIRE PROTECTION 

OFFICE OF THE STATE FIRE MARSHAL 
FIRE ENGINEERING - BUILDING MATERIALS LISTING PROGRAM 

LISTING SERVICE 

2520-1701 :0100 

2520 -- TREATED LUMBER 

Page 1 of 1 

HOOVER TREATED WOOD PRODUCTS, INC.154 WIRE ROAD, THOMSON , GA 30824 
Contact: Chris Athari (706) 755-5350 Fax (706) 595-6600 
Email : cathari@frtw.com 

Treated Lumber with EXTERIOR FIRE X. Products are pressure impregnated with 
"EXTERIOR FIRE X" fire retardant chemical. EXTERIOR FIRE X covers the following types of 
lumber: Douglas Fir, Southern Yellow Pine, Western Red Cedar, and Redwood Lumber. 
Refer to listee's printed installation instructions for additional detailed product description and 
constructions. 

Douglas Fir: 15 Flame Spread; 30 Smoke Developed 
Southern Yellow Pine:15 Flame Spread; 50 Smoke Developed 
Western Red Cedar:10 Flame Spread; 30-105 Smoke Developed 
Redwood:10 Flame Spread; 10-115 Smoke Developed 

In accordance with listee's printed installation instructions, applicable codes & ordinances 
and in a manner acceptable to the authority having jurisdiction. 

Listee's name, product identification, classification, and Underwriter's Laboratory label. 

Listed as exterior type fire retardant treated lumber. Also approved for use as ignition 
resistant materials as specified in Chapter 7 A of the *California Building Code. The lumber 
must be pressure treated with the fire retardant chemical at the factory under authorized 
service inspection. 

Corrected 9-25-12 ii 

This listing is based upon technical data submitted by the applicant. CSFM Fire Engineering staff has reviewed 
the test results and/or other data but does not make an independent verification of any claims. This listing is not 
an endorsement or recommendation of the item listed. This listing should not be used to verify correct 
operational requirements or installation criteria . Refer to listee's data sheet, installation instructions and/or other 

Date Issued: 

Authorized By: 

July 01, 2021 

DAVID CASTILLO,, M.E., F.P.E. 

Fire Engineering Division 

Listing Expires June 30, 2022 
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